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PLYTKI Z WEGI.IK()V'I SPIEKANYCH
DO NARZEDZI GORNICZYCH

SINTERED CARBIDE INSERTS FOR
MINING TOOLS




WE OFFER A LARGE SCALE OF SINTERED CARBIDE PRODUCTS:

INSERTS for brazed tools

o for machining of steels, cast irons or cast steels, used in turning tools,
reamers or twist drills,

o for woodworking, used in circular saws, milling cutters,

o for drilling of stone, concrete or glass etc.,

o tips for lathe centres.

WHEELS for cutting of glass or glaze.
SHAPES according to customer drawings.

INSERTS for bolt tooling:
used in tools such as: cutting sleeves, upset forging tools, narrowing dies,
rivet headers etc.

NOZZLES for sand blasting, shot blasting, electrode production, for food
industry or other applications.

DRAWING DIES AND SPECIAL TOOLS:
o for drawing of round or shaped wires, bars, tubes,
o dies for pressing or extrusion etc.

RINGS for rolling.
ELEMENTS for punching dies and different applications.

RODS FOR HARD SURFACING of the PJ or PNT grades-used for hard
surfacing of boring tools e.g. cogged bits, blades etc.

Rod grades: PJ5D, PNT3, PNT11,5, PNT13 (containing cast tungsten
carbide grains).

Microhardness (of fused tungsten carbide): 3000 HV (load:50 g).
"ANYTHING THE CUSTOMER ORDERS" (according to customer drawings).
We use a modern technology of sintering and hot isostatic pressing

(Sinter Hip).
We also offer products of the submicron grades.
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PLYTKI Z WEGLIKOW SPIEKANYCH
DO NARZEDZI GORNICZYCH

SINTERED CARBIDE INSERTS
FOR MINING TOOLS

Od ponad 60 lat pod firmowg nazwa BAILDONIT produkowane sg wyroby z weglikéw spiekanych. Spotka Wegliki Spiekane
BAILDONIT znajduje sie w Katowicach, miescie potozonym w samym centrum polskiego gornictwa, specjalizuje sie w
produkgcji i sprzedazy ptytek z weglikdw spiekanych do narzedzi gérniczych. Ptytki do wiertet, koronek i raczkéw do wiercen
obrotowych, udarowych, i udarowo-obrotowych, ptytki do nozy kombajnowych, ptytki do narzedzi do robét budowlano-
drogowych itd. to typowy asortyment wyrobéw majgcych zastosowanie w gornictwie weglowym, rud zelaza, i metali
kolorowych, gérnictwie skalnym oraz budownictwie, irobotach drogowych.

Program produkcyjny obejmuje rowniez wyroby stosowane do "zbrojenia" $widréw gryzowych, prowadnikéw, stabilizatorow
wytwarzane z weglikow spiekanych o wysokiej wytrzymatosci i odpornosci na cieranie. Stosowane sg np. w trojgryzowych
$widrach w szerokim zakresie $rednic do wiercenia we wszystkich rodzajach zt6z, w goérnictwie naftowym i geologicznych
wierceniach poszukiwawczych. Dla $widréw o uzebieniu stalowym, dla podwyzszenia odpornosci na $cieranie oraz
poprawienia wtasnosci skrawnych, stosowane jest napawanie utwardzajgce za pomocg pateczek typu PJ lub PNT. Krotkg
charakterystyke pateczek podano na str. 32 katalogu. Dodatkowe informacje mozna uzyska¢ w katalogu "Pateczki do
napawania utwardzajgcego".

W ofercie produkcyjnej znajduja sie takze wyroby przeznaczone dla przemystu kamieniarskiego typu: ptytki do tupiarek, ptytki
do kruszarek, ptytki do dtut, stupki i naktadki do groszkownikéw. Gotowe narzedzia kamieniarskie sg réwniez produkowane
w Spotce "BAILDONIT".

Petny cykl produkeyjny, poczawszy od otrzymywania wolframu, stosowanie najnowszych technologii - to gwarancja wysokiej
jakosci produkowanych w naszej spotce ptytek, nie ustepujacych najlepszym wyrobom na $wiecie. Dla utrzymania statego,
wysokiego poziomu jakoéci stosowana jest technologia "Sinter -Hip" (Sinter - spiekanie, Hip - hot isostatic pressing -
prasowanie izostatyczne na gorgco).

W jednym urzadzeniu i cyklu prowadzony jest proces odparafinowania, spiekania oraz dogeszczania izostatycznego na
goraco w atmosferze argonu pod cisnieniem do ok. 6 MPa. Redukuje sie tg drogg porowato$¢ otrzymujac wyroby o
podwyzszonych wiasnosciach wytrzymato$ciowych.

Dla narzedzi, w ktorych ptytki (stupki) mocowane sg mechanicznie na "wcisk", stupki moga by¢ dostarczane jako szlifowane.
Producenci i uzytkownicy narzedzi gérniczych moga z szerokiego spektrum gatunkéw weglikéw spiekanych, ksztattow i
wymiaréw ptytek, mozliwosci zastosowania technologii "Sinter - Hip", wybraé wyroby o optymalnych wiasnosciach
odpowiadajgcych warunkom pracy. Mogg takze uzgodni¢ wykonanie ptytek nie znormalizowanych, nie ujetych w
katalogu, o innych wymiarach iwtasnosciach.

For over 60 years the sintered carbides have been manufactured under the "BAILDONIT" trade mark. Wegliki Spiekane
"BAILDONIT" is localized in Katowice, the town in the very centre of the Polish mining industry, specializes in development and
sale of the mining tool sintered carbide tips. The inserts used for drills, bits or drill bits; suitable for rotary, percussion or
percussion rotary drilling; inserts for picks for mining shearers or building and road tool inserts are the typical assortment used
in the coal, ore or rock mining as well as in building or road engineering. The current production program includes also products
made of the high abrasion resistance sintered carbides, used for "armouring" of cogged bits, guides and stabilizers. They are
used for example for tricone bits of a large diameter range, for all the deposit types to be faced during geological, exploratory or
petroleum equipment drilling. In order to increase the steel cogged bits abrasion resistance and cutting capacity, the hard
surfacing technology is used. The PJ or PNT type surfacing rods are shown on the 32th page of this catalogue. For any
additional information see the "Hard Surfacing Rods" catalogue. Also we offer products for stone working tools such as: inserts
for stone chisels , inserts for bush hammer and inserts for crush machine. Wegliki Spiekane "BAILDONIT" produces stones
chisels andbush hammers too.

All the production cycle, starting from a tungsten manufacturing and thank to use of newest technology, guarantees a high
quality of all the "BAILDONIT" carbides tips, belonging to the best in the world. In other to ensure a stable, high quality level the
Sinter Hip technology has been developed (sinter = sintering, Hip = hot isostacic pressing).

This one-device-and-cycle technology includes dewaxing, sintering and hot isostatic pressing (Argon) under up to the 6 MPa
pressure. In this way a porosity is reduce and the products have a heighten strength. Inserts are delivered also in a grinded
state (for example for press fitting). The mining tool producers and endusers may choose; from the wide range of grades,
shapes and dimensions offtips made according traditional or Sinter Hip technology; the product of the properties matched best
to working conditions. It is also possible to order products of any shape, size or properties, which are not included in this

catalogue.
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DEWAXING PRESINTERING g5, aniE COOLING

SINTERING

Przyktadowy cykl "Sinter - Hip"
The example of "Sinter - Hip" technology cycle

GATUNKI WEGLIKOW SPIEKANYCH DO NARZEDZI GORNICZYCH.

Ptytki do narzedzi gorniczych wytwarzane sg w kilku grupach gatunkowych weglikow spiekanych ($rednio-, grubo-,supergrubo-
ziarniste) réznigcych sie skladem chemicznym, wielko$cig ziarn i wtasnosciami. Cechami charakterystycznymi weglikow spiekanych
sq: wysoka twardos$¢ i odpornos¢ na $cieranie, wysoka odporno$¢ na $ciskanie, relatywnie wysoka ciggliwo$¢, zmieniajgce sie wraz
ze zmiang zawartosci kobaltu i wielkosci ziarn weglika wolframu. Inne wiasnoéci jak przewodnos$¢ cieplna czy wspodtczynnik
rozszerzalnoéci cieplnej sg bardzo waznymi parametrami dla wytwarzania narzedzi.

THE MINING TOOL SINTERED CARBIDE GRADES.

The mining tool tips are produced in a several grade groups (mean, coarse or super coarse grained) of variety of compositions, grain
size and properties. The typical properties of sintered carbides are: high hardness and abrasion resistance, high compression
resistance and relatively high ductility. The properties change together with the cobalt contents and the tungsten carbide grain size.
The other properties, very important parameters for tool production, are a thermal conductivity or thermal expansion rate.

WYTRZYMALOSC NA ZGINANIE
TRANSVERSE RUPTURE STRENGTH

GATUNKI GRUBOZIARNISTE
COARSE GRAINED

VICKERS HARDNESS HV30

TWARDOSC HV30

TWARDOSC
HARDNESS

ODPORNOSC NA SCIERANIE, cm™®

TRANSVERSE RUPTURE STRENGTH
ABRASION RESISTANCE

WYTRZYMALOSC NA ZGINANIE, N/mm*

GATUNKI SUPERGRUBOZIARNISTE
SUPER COARSE GRAINED

10 15 20 5 10 15 20

ZAWARTOSC KOBALTU % WAG. ZAWARTOSC KOBALTU % WAG.
COBALT CONTENT, WEIGHT PERCENT COBALT CONTENT, WEIGHT PERCENT

Wytrzymato$¢ na zginanie i twardo$¢ jako funkcja Odporno$¢ na $cieranie jako funkcja zawartosci
zawartosci kobaltu kobaltu
Transverse rupture strength and hardness Abrasion resistance as a function of Co content
as a function of Co content
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WLASNOSCI GATUNKOW WEGLIKOW SPIEKANYCH STOSOWANYCH W GORNICTWIE
THE PROPERTIES OF THE SINTERED CARBIDE GRADES USED IN THE MINING INDUSTRY

SKLAD SREDNIA
SYMBOL CHEMICZNY WIELKOSC WYTRZYMALOSC GESTOSC TWAﬁeOSC
glem3 30

WSP.
GATUNKU WC% Co% mar’enr)m NA ZGINANIE POISSON'A

GRADE CHEMICAL TRANSVERSE | DENSITY § HARDNESS | POISSON

COMPOSITION AVERAGE RUPTURE g/em3 HV. RATIO
weight per cent GRAIN strength N/mm?2 0

size (um)
2*
3**
3**

3**

3**

3**

2-4**

3-4**

3-4*

6-10***

6_1 0***

6_1 0***

* $rednioziarniste ** gruboziarniste *** supergruboziarniste
* medium grain grade ** coarse grain grade *** "super" coarse grain grade
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